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 ZEUS –  AIO ROBOTICS ($2,499)  REPLICATOR –  MAKERBOT ($2,899)  DIGITIZER –  MAKERBOT ($799)  

RETAIL PRICE               $2,499 $3,698 

GENERAL   

PRODUCT DIMENSIONS  54.9 L x 37.7 W x 38.8 H cm   52.8 L X 44.1 W X 41.0 H cm 47.5 L x 41.2 W x 20.4 H cm 

SHIPPING WEIGHT 21 kg 17.6 kg 4.3 kg 

ENCLOSURE MATERIAL  Steel sheet metal with powder-coated chassis PC ABS with powder-coated steel reinforcement PC ABS 

CONNECTIVITY  Thumb Drive, USB, Ethernet, Wi-Fi USB, Ethernet, Wi-Fi (coming soon) USB 

SUPPORTED OS  Web-based: Windows, Mac OS, Linux , iOS, Android Windows, Mac OS, Linux Windows, Mac OS, Linux 

PRINTING    

PRINT TECHNOLOGY  Fused Filament Fabrication Fused Filament Fabrication - 

BUILD VOLUME  20.4 L x 15.3 W x 14.5 H cm 25.2 L x 19.9 W x 15.0 H cm - 

BUILD SURFACE  (Removable) Glass with bounding adhesive Glass with blue tape - 

LAYER RESOLUTION  80  μm 100  μm - 

FILAMENT DIAMETER  1.75 mm 1.75 mm - 

FILAMENT COMPATIBILITY  AIO Robotics filament | 3rd party filament Makerbot PLA filament (large spool) 0.9 kg - 

PRINT FILE TYPE  .STL | .AIO .STL | .MAKERBOT - 

NOZZLE DIAMETER  0.35 mm 0.4 mm - 

X|Y|Z POSITIONING PRECISION  X: 12.7  μm | Y: 2.8  μm | X: 2.4  μm X: 11  μm | Y: 11  μm | X: 2.5  μm - 

SC    

SCAN TECHNOLOGY  Swiping Laser Triangulation (green laser) - Laser Line Triangulation (red laser) 

SCAN VOLUME  22.9 (Diameter) x 12.7 cm (H) - 20.3 (DIAMETER) X 20.3 cm (H) 

DIMENSIONAL ACCURACY  ± 0.25 mm - ± 2mm 

DETAIL RESOLUTION  125 μm - 500 μm 

TURNTABLE RESOLUTION  76800 steps/rotation (with encoder) - 800 steps/rotation 

SCAN LINES PER IMAGE  1000+ - 2 

EXPORTED FILE TYPE  .PLY | .OBJ | .STL | .AIO - .STL | .THING 

TURNTABLE PAYLOAD  2 kg - 3 kg 

SCAN SPEED 12 min - 12 min 

HARDWARE COMPONENTS    

SCREEN 7” multi-touch capacitive color screen 3.5” LCD Panel with control panel dial - 

CAMERA RESOLUTION   2.0 MP FHD CMOS Image Sensor 0.3 MP 1.3 MP CMOS Image Sensor 

SCAN LIGHT SOURCE  12 white LED Flashlights - - 

EXTRUDER HEAD SYSTEM Hot swappable extruder head  Hot swappable extruder head - 

INTEGRATED COMPUTER    

CPU Samsung Exynos4412 Quad Core 1.7 GHz Unknown ARM Processor - 

INTERNAL STORAGE  8 GB 2 GB - 

SAFETY FEATURES    

LASER SAFETY Eye-safe green line laser (Class 2) | Closed Lid Sensor - Eye-safe red line laser (Class 1) 

EXTRUDER HEAT PROTECTION  Heat resistant material  | Cooling-Fan Monitoring | 
Dual Thermal Extruder Sensor 
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